














B 830 /B 848 HARBOUR TRACTOR TUG

VESSELS’ NAMES

Bollard pull ahead

B 830 — “Taurus” Speed

B 848 — “Virtus” Complement

CLASS TANKS' CAPACITIES
PRS +KM TUG Il L3

— Fuel oil
DESCRIPTION Potable water

Single-deck tractor tug with two azimuth thrusters lo-
cated under the hull in fore part, destined to work in

harbours.
MAIN PARTICULARS

Taurus Virtus
Length o.a. 30,00 m 30,00 m
Length waterline 28,80 m 28,80 m
Breadth moulded 10,80 m 10,50 m
Depth to main deck 3,95m 3,95m
Design draught 2,75m 2,70 m
Draught max. 5,60 m 5,60 m

Ballast water
PROPULSION
Main Engine
Azimuth
Thrusters

Generating Sets

42t
11 kn
5+1 persons

Taurus
100,00 m3
16,00 m3
90,00 m3

Taurus

2 x 1230 kW
(at 1600 RPM)
2 x Azimuth
Thruster
including CPP
(82,15 m)

2 x 85 kW

55t
12,6 kn
4/5 persons

Virtus
99,10 m3
15,80 m3
55,30 m3

Virtus

2 x 1765 kW
(at 1800 RPM)
2 x Azimuth
Thruster

with ducted
propeller FP

2 x 85 kW
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BOW VIEW

AFTVIEW

MOORING EQUIPMENT

One (1) hydraulically driven capstan, located aft,
locally controlled;

Eight (8) mooring chocks;

Four (4) double bollards;

Two (2) single bollards;

Two (2) rollers.

LIFE-SAVING EQUIPMENT

Two (2) inflatable life-rafts in containers with hydrostatic
releases;

Two (2) complete life-buoys with life-lines;

Two (2) complete life-buoys with life/smoke buoys;

Six (6) survival suits;

Eight (8) life jackets.

TOWING EQUIPMENT

Hydraulically driven towing winch with two-section
drum located aft of the deckhouse on the Main Deck;
Drum capacity divided into service and storage sections;

Winch controlled either locally or remotely from the
wheelhouse;

Double towing bollard with a towing chock, located aft

of the winch;

Single towing bollard located on the main deck at the bow;
Towing chock in the bulwark at the bow.

NAVIGATION AND COMMUNICATION
GMDSS Sea Area A2 Radio Station.

DESIGN

The vessels have been built according to the project
prepared by NED — Naval Engineering & Design
(presently Remontowa Marine Design & Consulting).

OWNER
WUZ - Shipping and Port Services Gdynia Co. Ltd.

YEAR OF DELIVERY
B830 — 2007 / B848 — 2009
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VESSEL'S NAME
B 861 — “Strazak-28"

DESCRIPTION

The fire-fighting vessel “Strazak-28" is designed for perform-
ing fire protection tasks during reloading, transport of haz-
ardous materials by tankers carrying flammable gases and
liquids, requiring assistance of a fire-fighting unit, as well as
tasks related to rescue and operational safety of the port of
Szczecin and Swinoujscie.

Depth to Main Deck
Design draught
Speed
Complement
Bollard pull

PROPULSION
Main Engine
Azimuth thrusters

GENERATING SETS
Main Generating Sets
Emergency Generator

CLASS

KLASA PRS *KM TUG/FIRE FIGHTING SHIP 1 L2 IWS AUT
MAIN PARTICULARS

Length over all 29,20 m
Length between perpendiculars 25,06 m
Breadth moulded 10,47 m

DECK EQUIPMENT
Deck crane
Auxiliary crane
Working boat
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1,55 m
3,45m
12 kn

8 persons
451

B 861 — FIRE FIGHTING VESSEL

PROFILE
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MAIN DECK

DOUBLE BOTTOM

Towing winch nominal pull 150 kN
Floating Oil Boom System length- 2 x 250m,
External fire fighting system FiFi 1 3x

water/foam monitors (1200 m3/h water / 300 m3/h foam);
Wiater curtain system

2 x 1641 kW (1800 RPM)
2 x 1530 KW (1800 RPM)

2 x 129 KW (1500 RPM)
Battery set

SWL 1t/12,00 m

SWL 1,5t/6,00 m

5,2 m, aluminium hull,
outboard engine 55 kW

TANK CAPACITY

Fuel oil tanks capacity 51,5 m?
Fresh water tanks capacity 9,1 m3
Ballast water 42,9 m3

DESIGN
Remontowa Marine Design & Consulting

OWNER )
Szczecin and Swinouj$cie Seaports Authority

YEAR OF DELIVERY
2022

MEMBER OF
REMONTOWA

HOLDING S.A.
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REMONTOWA SHIPBUILDING S.A.
ul. Swojska 8, 80-958 Gdansk/Poland

www.remontowa-rsb.pl




